

































































Rule 408.11450 Roller conveyors

Rule 408.11450 (1)

A roller conveyor with a hinged section or with an open
discharge end shall be equipped with a stop device projecting
above the rollers which shall prevent a package or object from
being discharged off the conveyor unless it is so designed to

discharge.

Stop Device
Above the
Rollers

128
127 128
Rule 408.11450 (2)
Nip points between power and idler rolls or delivery
Stop Devices conveyors and idler rolls shall be eliminated by one of the
following:
a)| The idler roller set in
a 45 degree incline N Nip
slot in the director of Points
travel.
120 130
129 130
Rule 408.11450 (3)
Rule 408.11450 (2) The nip point between a belt and a carrier roller on a belt drive
b) Steel plat ded bet the rolls with . 18 live roller conveyor shall be protected by pop-out type carrier
eel plates welded between the rolls with a maximum o y :
inch between the plate and rolls. rgllers or steel plates as prescribed in subrule (2)(a) and' (b) gf
this subrule. The belt conveyor shall be guarded as specified in
c) The idler roll set in a horizontal slot and connected with an R 408.11442.
interlock switch which will stop the conveyor.
d) Adevice which offers equal or better protection may be
substituted.
131 132
131 132
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Rule 408.11451 Slat conveyors

133

Rule 408.11451(1)

A slat conveyor with the slats spaced one inch or more apart
and moving at floor level or in work areas shall have a solid
smooth bed under the slats to prevent a shear hazard.

No measurable gap
between slats
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Rule 408.11451(2)

A slat conveyor with
slats more than 1/4
inch but less than
one inch apart and
moving at floor level
orin a work area
shall not have any
nip point less than
four inches below
the slats.
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135
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Rule 408.11452

Suspended tray or vertical
opposed shelf chain conveyors.

A suspended tray or vertical opposed shelf chain conveyor
which is manually loaded or unloaded shall have safety
devices, such as but not limited to lintel and sill switches or
deflectors, to safeguard an employee.

138

137

138
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Rule 408.11461 Clothing, jewelry and
fire precautions

139

Rule 408.11461 (1)

Loose clothing and jewelry, including, but not limited to, long or

floppy sleeves or pants with large pantlegs or cuffs, rings, wrist

watches, bracelets, ties, and scarves shall not be worn around
conveyors where they constitute a hazard to an employee.
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Case Studies
Rule 408.1461 (2)
) « Students will review slides to determine if a rule violation exists.
Where combustibles, such as, .
but not limited to, coal or grain, » Gl Part 14 Conveyors may be used to verify correct rule
are conveyed or stored, and reference.
where a fire caused by
slippage between a drive

pulley and a belt would create

a hazard, the conveyor shall

be equipped with a device so

adjusted that a 5% loss of full

load rated speed of the belt

shall shut down the belt drive.
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Assessment Online Transcript
www.macomb.edu/webadvisor
» The purpose of this assessment is to validate the knowledge + Choose NonCredit/Continuing Education
learned in class. « LogIn
What?

Passing score of 70% correct is required.

Class reference materials/books are not allowed to be used during
the assessment.

Collaboration/discussion with others is not allowed during the
assessment.

Answers can be reviewed after everyone completes and submits
their assessment.

« Check individual courses — Proficient / Not Proficient

« Track courses taken through the MTI

+ Request a transcript to show certification

* Manage account information

How?

« Select What's My User ID?

« Key in the Last Name and SS# or Macomb ID

« Select Log In

« If you need help call 586-498-4106 or email mti@macomb.edu
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Thank You For
Attending This Presentation

Michigan Occupational Safety and Health Administration
Consultation Education and Training Division
525 W. Allegan Street
Lansing, Michigan 48933

For further information or to request consultation, education
and training services, call 517-284-7720
or
visit our website at
www.michigan.gov/miosha
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Conveyors — Hidden Hazards

Student Resources

MIOSHA Standards:

Part 1. General Provisions

Part 2. Walking-Working Surfaces

Part 7. Guards for Power Transmission

Part 14. Conveyors

MIOSHA Standards Index/Order Form

MIOSHA Publications:

Conveyors — OSC-6045

MIOSHA Training Institute (MTI) Resources:

www.michigan.gov/mti

MIOSHA Training Calendar:

www.michigan.gov/mioshatraining

MIOSHA Homepage:

www.michigan.gov/miosha

June 16, 2021




MIOSHA

Michigan Occupational Safety
and Health Administration

Michigan Department of Labor and Economic Opportunity
Michigan Occupational Safety and Health Administration
Consultation Education and Training Division
525 W. Allegan St., P.O. Box 30643
Lansing, Michigan 48909-8143

For further information or to request consultation, education and training services
call 517-284-7720
or
visit our website at www.michigan.gov/miosha

www.michigan.gov/leo

LEO is an equal opportunity employer/program.


http://www.michigan.gov/miosha
http://www.michigan.gov/leo
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